LIST OF APPROVED HIGH-EFFICIENCY TOILETS

High-Efficiency Toilets (HETs) use an average of at least 20% less water than a standard 1.6 gallon per flush (gpf) toilet.

Note: Dual-flush (DF), Gravity-Fed (GF), Pressure-Assist (PA), Tank (t), Bowl (b), Elongated (EL), Right handle (RH), Round front (RF)

Manufacturer |Model Name Model # Flush |[Flush Rate’ [Manufacturer Model Name Model # Flush |Flush Rate'
Type |(gpf) Type _[(gpf)

American Std.  FloWise EL 2073.013: 4023 (t) / 3018 (b) GF 1.28 Gerber Ultra Dual-Flush EL DF-21-312 DF 1.1/1.6
Capizzi Turbo-High Profile EL 1578 (t) / 0478 (b) PA 1.1 Gerber Ultra Dual-Flush EL DF-21-314 DF 1.1/1.6
Capizzi Turbo-Low Profile EL 1513 (t) / 0478 (b) PA 1.1 Gerber Ultra Dual-Flush ADA EL DF-21-317 DF 1.11.6
Capizzi Turbo-Low Profile ADA EL 1513 (t) / 0441 (b) PA 1.1 Gerber Ultra Dual-Flush ADA EL DF-21-318 DF 1.1/1.6
Capizzi Turbo EL 1278 (t) / 0778 (b) PA 1.1 Gerber Ultra Dual-Flush ADA EL DF-21-324 DF 1.11.6
Caroma Caravelle (One-Piece) 989646 DF 0.8/1.6 Gerber Ultra Dual-Flush ADA EL (back outlet) DF-21-325 DF 1.1/1.6
Caroma Caravelle 270 989760: 629435 (t) / 609159 (b) DF 0.8/1.6 Kohler Highline Pressure Lite ADA EL K-3519 PA 1.1
Caroma Caravelle 270 ADA 989770: 687180 (t) / 609177 (b) DF 0.8/1.6 Kohler Wellworth Pressure Lite EL K-3531 PA 1.1
Caroma Caravelle 305 989680: 629435 (t) / 609151 (b) DF 0.8/1.6 Kohler Sterling Karsten EL 402028: 402023 (t) / 402026 (b) DF 1.1/1.6
Caroma Reflections 270 989720: 629530 (t) / 609159 (b) DF 0.8/1.6 Kohler San Raphael Power Lite EL (One-Piece) K-3398 DF 1.0/1.4
Caroma Royale 305 624530 (t) / 609151 (b) DF 0.8/1.6 Mansfield Eco-Quantum 146-119 DF/PA 1.1/1.6
Caroma Royale 305 EL 629530 (t) / 609130 (b) DF 0.8/1.6 Mansfield Eco-Quantum 147-119 DF/PA  1.1/1.6
Caroma Tasman 270 989860: 800032 (t) / 609169 (b) DF 0.8/1.6 Mansfield Eco-Quantum ADA EL 148-119 DF/PA 1.1/1.6
Duravit Happy D RF 091000-05 (t) / 017009 (b) DF 0.8/1.5 Mansfield Eco-Quantum RF 146-119 RH DF/PA  1.1/1.6
Duravit Happy D Wallmount 111-335 (t) (concealed) / 017109 (b)  DF 0.8/1.5 Mansfield Eco-Quantum EL 147-119 RH DF/PA 1.1/1.6
Gerber Ultra Flush RF EF-21-302 PA 1.1 Mansfield Eco-Quantum ADA EL 148-119 RH DF/PA  1.1/1.6
Gerber Ultra Flush RF EF-21-304 PA 1.1 Mansfield QuantumOne RF 146-153 PA 1.0
Gerber Ultra Flush EL EF-21-311 PA 1.1 Mansfield QuantumOne ADA EL 148-153 PA 1.0
Gerber Ultra Flush EL EF-21-312 PA 1.1 Mansfield QuantumOne EL 147-153 PA 1.0
Gerber Ultra Flush EL EF-21-314 PA 1.1 Pegasus Tulip ADA EL 3904-02-E DF 1.0/1.6
Gerber Ultra Flush ADA EL EF-21-317 PA 1.1 Toto Aquia EL CST414MP DF 0.8/1.6
Gerber Ultra Flush ADA EL EF-21-318 PA 1.1 Vitra Dual Flush 5076-xxx-0075 - 5055-xxx-5137 DF 0.8/1.6
Gerber Ultra Flush ADA EL EF-21-324 PA 1.1 Vitra Dual Flush Comfort EL 5074-xxx-0075 - 5055-xxx-5137 DF 0.8/1.6
Gerber Ultra Flush ADA EL (back outlet) EF-21-325 PA 1.1 Vitra Arkitekt ADA EL 5066 (t) / 5065 (b) PA 1.0
Gerber Ultra Dual-Flush RF DF-21-302 DF 1.1/1.6 Vortens Vienna RF 3208 - 3420 DF 1.1/1.6
Gerber Ultra Dual-Flush RF DF-21-304 DF 1.1/1.6 Vortens Rhodas EL ADA 3433 (t)/ 3123 (b) DF 1.1/1.6
Gerber Ultra Dual-Flush EL DF-21-311 DF 1.1/1.6 Vortens Tornado EL 3138-3468 PA 1.0

" Based upon flush volumes as certified and reported by the manufacturer. EBMUD makes no guarantee that the listed fixtures do, in fact, perform at the flush volumes noted or certified.
It is the responsibility of the reader to verify the flush volumes (Consult the CUWCC website www.cuwcc.org/products_tech.lasso) for water savings information and flush performance.

TOILET INFORMATION

Typical Indoor Water Usage
Standard-efficiency toilets can use roughlty 26% of indoor water.
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Reference: AWWA Research Foundation, "Residential End Uses of Water," 1999.

Usage and Savings

On average, a person flushes a toilet 5 times
per day* that is equivalent to:

~ 2,300 gallons/year for a 1.28 gpf HET
~ 2,900 gallons/year for a 1.6 gpf standard toilet
~ 6,400-12,800 gallons/year for a 3.5 gpf-7 gpf toilet

By installing a HET, you can reduce toilet water usage by roughly
20%.

*Reference: EBMUD, Water Conservation Market Penetration Study, Table 7-12,
p. 7-15, 2002.

For questions call 1-866-40-EBMUD (1-866-403-2683) or visit our website at www.ebmud.com.




